BS105 rubber wall buffer

Bright
stainless steel a

fixing strip
~4-30mm—>
Pre-punched
76mm approx IB"azarIdH
runel House
centres. 55/57 Bristol Road
Egigl?aston
10mm radius Birmingham

Tel: 0121 446 4433
A Fax: 0121 446 4230
Website: www.hazard.co.uk
email: sales@hazard.co.uk

BS105 solid

rubber wall

Supplied in - Test Test Method Limits
12 metre co’ls Tensile BS903 A2 10.5 Mpa

Elongation BS903 A2 300 % minimum

v Hardness BS903 A26 65 - 75 IRHD

Heat Ageing 7 days at 70 degrees C
a) Tensile retention 90% minimum

b) Elongation retention 80% minimum
c) Hardness change +7 IRHD

Compression set BS903 A6A 30% maximum

SuggeStEd fiXingS 22 hours at 70 degrees C
76mm approx centres Tear resistance BS903 A3 method ¢ 40 N/mm minimum
metal wall self taping Material EPDM/SBR/Natural Rubber +/- 10% unless

screw and nylon plug

EPDM/SBR/Natural rubber blend.

Filled with carbon black.

The material has resistance to ultra voilet light,
ageing, sea water, fatigue and abrasion.

The rubber is of uniform quality and free

from foreign substances.

Standard colour black - customer colours on request



BS104 rubber wall buffer

< 25mm—>|

Bright
stainless steel a
fixing strip

Pre-punched

76mm approx lB'lazarldH
runel House
centres. 55/57 Bristol Road
E_dgl?aston
10mm radius Birmingham

Tel: 0121 446 4433

Standard colour black - customer colours on request

‘ Fax: 0121 446 4230
Website: www.hazard.co.uk
email: sales@hazard.co.uk

BS104 solid

rubber wall

supplied in - Test Test Method Limits
18 metre co'ls Tensile BS903 A2 10.5 Mpa

Elongation BS903 A2 300 % minimum

Hardness BS903 A26 65 - 75 IRHD
v Heat Ageing 7 days at 70 degrees C

a) Tensile retention 90% minimum
b) Elongation retention 80% minimum
c) Hardness change +7 IRHD

Compression set BS903 A6A 30% maximum

Suggested fiXingS 22 hours at 70 degrees C
76mm approx centres Tear resistance BS903 A3 method ¢ 40 N/mm minimum
metal Wa" Self taping l\oﬂta;:::algselil'-;gtl\(llﬂ/jSBR/Natural Rubber +/- 10% unless

screw and nylon plug

EPDM/SBR/Natural rubber blend.

Filled with carbon black.

The material has resistance to ultra voilet light,
ageing, sea water, fatigue and abrasion.

The rubber is of uniform quality and free

from foreign substances.






