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Wheelguides Specification
165mm

Material Specifications:

|<—>| The steel materials used for this assembly
are to the highest standard of S275JR
(BS EN 10025:1993), therefore ensuring
the longevity and durability of the product.

Torque controlled expansion anchor
comprising a split sleeve and a bolt 300mm
incorporating an expander wedge. v Paint Specification

Main body is painted in a exterior grade
high quality powder coat full gloss finish

It is a through fixing, thus allowing the painted bright Yellow for high visibility.

hole in the substrate to be drilled through
the pre-positioned fixture, eliminating the
need for marking out, ensuring fast and
simple installation.

Construction Specification:
250mm The assembly is laser cut for accuracy
| - » | with all joints dove-tailed together for

strength and then welded.
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Wheelguides Specification
165mm

l Material Specifications:
The steel materials used for this assembly
are to the highest standard of S275JR
(BS EN 10025:1993), therefore ensuring
300mm the longevity and durability of the product.
v 300mm
v Paint Specification
i Main body is painted in a exterior grade
A Plantmg depth high quality powder coat full gloss finish
Concrete painted bright Yellow for high visibility.
300mm foundation
to engineers
v speCIflcatlon Construction Specification:

The assembly is laser cut for accuracy
with all joints dove-tailed together for
strength and then welded.



